






SCC-040-xx SCC-060-xx SCC-090-xx SCC-120-xxItems
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Open circuit voltage

Input power (Max.)

Charge current (Max.)

MPPT Tracking range

MPPT Tracking efficient

Charging efficient

Charging voltage

Over charge voltage

Over Charge return voltage

Over discharge voltage

Over discharge return voltage

Over discharge recover voltage

temperature compensation

Load current 

Load voltage

Load max power

Load efficient

Load regulation

Dimming Range

Timer dimming

Timer segment range

Sensor detect feature

Sensor detect delay control

Operate temperature

Waterproof

Humidity

MAXIMUM Altitude Rating

ENVIRONMENTAL CATEGORY

POLLUTION DEGREE

Protections

Self-consumption

dimension (mm)

Install dimension (mm)

Weight(g) (Exclude antenna)

12.8V/25.6V (Can be setup by API command)

20Vdc ± 2Vdc for 12.8V System / 60Vdc ± 2Vdc for 25.6V system

(Battery voltage + 1V) to (Panel voltage) 

＞99%

85%-98% (typical 97%)

17 ~ 22V (25OC) for 12.8V system

34 ~ 60V (25OC) for  25.6V system

13.5V-15V for 12.8V system (default: 14.4V)

27V-30V for 25.6V system (default: 28.8V)

10V-12V for 12.8V system (default: 11.6V)

20V-24V for 25.6V system (default: 23.3V)

Over discharge voltage + 0.2V

Over discharge voltage + 2V

24 ~ 42Vdc for 12.8V system

42 ~ 48Vdc for 25.6V system

85 ~ 95% (Typical 93%)

≤30mA
10% ~ 100%

8-time segments

0 ~ 255 min

RS485 input or Digital input

Yes

-30OC ~ +60OC

IP67

10%R.H.~95%R.H.

Up to 2000 meter

Outdoor

PD3

Battery reverse connection protection, panel reverse connection protection, panel overvoltage

protection, lithium battery overcharge and over discharge protection, lithium battery BMS

overcharge detection protection, overtemperature protection, load open circuit short circuit

protection, load overcurrent protection, etc.

≤30mA for 12.8V system / ≤20mA for 25.6V system

None

0 ~ 3.8A 0 ~ 5.5A 0 ~ 8.0A 0 ~ 10.0A

40W(Max) 60W(Max) 90W(Max) 120W(Max)

75*129.7*31 mm 90*129.7*31 mm 90*129.7*31 mm 120*129.7*31 mm

45*120.1 mm 45*120.1 mm 45*120.1 mm 70*120.1 mm

450g 550g 550g 700g

Over charge voltage � 0.2V

256W/36V(Max)

10A

256W/36V(Max)

10A

256W/36V(Max)

10A

384W/36V(Max)

15A




